DWG NUMBER
E1901W

JJ-MRKTNG

No. DESCRIPTION MATERIAL DESCRIPTION
1 BODY CAST LOW LEAD BRASS ALLOY
2 CAP CAST BRASS ASTM B62 ALLOY C83600
3 STEM LOW LEAD BRASS ALLOY
4 BALL LOW LEAD BRASS ALLOY
5 GASKET NITRILE ASTM D2000
6 | SOLID PIN |[AISI 304 ANNEALED STAINLESS STEEL
7 O0-RING EP ASTM D2000
8 | END PIECE CAST LOW LEAD BRASS ALLOY
9 O0-RING EP ASTM D2000
10 | TUBE NUT |[CAST BRASS ASTM B62 ALLOY C83600
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A ALL WETTED PARTS ARE LOW LEAD BRASS ALLOY
FILEPATH: PROD-ENG\JJ\SUBMITTALS\E1901W
DRF TR|jGarvin| 12/16/09 .
CHKR IONES
;EER UNLESS OTHERWISE NOTED | THIRD ANGLE PROJECTION
SURFACE PREPARATION: Jé]-
BREAK CORNER(S> —---- .000
SURFACE FINIISH —— XX RMS REF. No. SCALE
BY DATE | THEaR eSS + 000
STK No ANGULAR --————--- + 0°00
MAT'L:
oF PHIEORLZER &Y Muster Go ARSI et henlRev | EcR | DESCRIPTION | DATE | BY | CHKR LOCKWING (COPPER FLARE NUT x FIP E1901W




