JONES BRONZE FIRE PLUG J35H6
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* MANUFACTURED BY MUELLER Co. TO JAMES JONES SPECIFICATION.
PARTS LIST: I PRODUCT FEATURES:
ID PART NAME MATERIAL FEATURE DESCRIPTION
1 | BODY ASTM B62 UNS C83600 1 LIMITED NUMBER OF INTERNAL PARTS
2 | BONNET ASTM Bo84 ALLOY CB89833 2 PRODUCT RATED UP TO 200 PSI; HYDROSTATICALLY TESTED AT 400 PSI
3 | STEM SILICON BRONZE UNS C87600 3 LOW ZINC SILICON BRONZE STEMS
4 | DISC RISER NUT ASTM B984 ALLOY (C89833 4 AVAILABLE WITH EITHER WHEEL HANDLE OR PENT NUT
5 | GATE ASTM B584 ALLOY C89833 S MEETS OR EXCEEDS AWWA C503
6 | GLAND - PACKING ASTM B62 UNS (83600 6 OUTLETS: 2-1/2” NH HOSE
7| PACKING NUT ASTM B62 UNS C83600 7 INLETS: FIP
8 | BUSHING - STEM ASTM B984 ALLOY (C89833 8 HOSE CAPS: BRONZE OR PLASTIC
9 | OPERATING NUT SILICON BRONZE UNS C87600 9
10 | STEM NUT ASTM B62 UNS (83600 10
1l | HOSE CAP ASTM Be2 UNS C83600 1
12 | CHAIN RING ASTM A29 GRADE 1006/1010 12
13 | CHAIN #8 SINGLE JACK, STEEL *BRIGHT ZNC FINISH 13
14 | CAP GASKET NEOPRENE 14
15 | GASKET CELLULOSE FIBER V/STYRENE BUTADIENE RUBBER BINDER 15
16 | CAP SCREW 9/16 X 1 86-STEEL BRONZE PLATED 15
17 | NUTS STEEL-BRONZE PLATED 15
18 | PACKING SQUARE BRAID PTFE YARN 15
19 | FEMALE HOSE GASKET NEOPRENE 15
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